Dynacom

Uzaktan Ates ve Maske Algilama
Dynacom WDT220 Display Terminal

¢ Uzaktan, temassiz viicut sicakligi tespiti.
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¢ Gergek zamanl sicaklik ol¢iimii. TH [4] FJ@

Disariya veri transferi  Diisiik gic tiketimi Coklu dil

+  Seslive gorsel uyarti.

s 4.3” dokunmatik kapasitif ekran.
¢ 16.7 Milyon ekran rengi,

. 65.000 renk ve 16b RGB deste(i,
¢ 800x640 piksel ¢oziintirliik,

¢ Coklu dil destegi.
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Dynacom

Model WDT220 Display Terminal

Ekran 4.3" diagonal ve 800%480 piksel ¢ozlintrlik

Dokunmatik ekran Kapasitif tip dokunmatik ekran. -
1

Ates algilama 3-5c¢m den £ 0.1°C, 5-10cm den £0.2°C dogruluk ile élcim. |

Kalibrasyon Fabrika cikisi black body ile

Garis acis Tam izleme acisi

Tanima suresi 1 sn civarinda

Olgtim birimi Selsiyus veya Fahrenayt

Aralik 30-45

Dogruluk +0.10 (3-5¢m), £0.20 (5-10cm),

Mesafe 3-10cm

Dil destegi English, French, Spanish, Italian, Russian, German, Turkish, Chinise

Veri aktarimi USB port veya U Disk

Weigand portu 26 giris ve 34 cikis
Alarm cikisi 1 kanal role cikisi

USB portu 1 adet USB port

Besleme DC 5V /1A veya 12V/3A (modele baghdir)
Calisma sicakhg 0°C ~ +50°C

Nem 5--90%, yogusmasiz

Ebatlar 138(G) * 107(Y) *27(D)mm

Agirlik 450 gr
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Italiana Pycomin Frangais Deutsch

Dil Segenekleri Kayit Aktarimlan
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